Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product Raglon 11312 10612 |Difference | 1114111 | Pereent | qyqgqq | Pereent |54 | q1411q | Percent
Change Change Change
Refiner Inputs and Utilization
Crude Oil Inputs .. 14,585 14,937 -352 14,339 1.7 13,824 5.5 14,716 14,746 -0.2
East Coast (PADD 1) 899 857 42 951 -5.5 1,011 -11.1 890 965 -7.7
Midwest (PADD 2) ... 3,424 3,620 -196 3,310 34 3,229 6.0 3,505 3,297 6.3
Gulf Coast (PADD 3) ... 7,271 7,390 -119 7,357 -1.2 6,869 5.9 7,307 7,631 -4.2
Rocky Mountain (PADD 4) . 572 577 -6 508 124 492 16.2 561 515 8.9
West Coast (PADD 5) . 2,419 2,492 -73 2,211 9.4 2,223 8.8 2,453 2,339 4.9
Gross Inputs ............... 14,838 15,188 -350 14,595 1.7 13,859 71 15,009 15,185 -1.2
East Coast (PADD 1) 900 859 41 927 -2.9 1,014 -11.3 891 946 -5.8
Midwest (PADD 2) ... 3,445 3,638 -192 3,362 25 3,240 6.3 3,529 3,328 6.0
Gulf Coast (PADD 3) ... 7,343 7,517 -175 7,420 -1.0 6,824 7.6 7,433 7,856 -5.4
Rocky Mountain (PADD 4) . 577 579 -2 512 12.8 491 17.6 564 520 8.5
West Coast (PADD 5) . 2,574 2,595 -21 2,374 8.4 2,290 124 2,591 2,535 2.2
Operable Capacity' .... 17,736 17,736 0 17,594 0.8 17,681 0.3 17,736 17,594 0.8
East Coast (PADD 1) 1,618 1,618 0 1,397 15.8 - - 1,618 1,397 15.8
Midwest (PADD 2) ... 3,721 3,721 0 3,728 -0.2 - - 3,721 3,728 -0.2
Gulf Coast (PADD 3) ... 8,646 8,646 0 8,626 0.2 - - 8,646 8,626 0.2
Rocky Mountain (PADD 4) . 624 624 0 623 0.2 - - 624 623 0.2
West Coast (PADD 5) . 3,128 3,128 0 3,219 -2.8 - - 3,128 3,219 -2.8
Percent Utilization? .... 83.7 85.6 -2.0 83.0 —-— 78.4 —-— 84.6 86.3 —-—
East Coast (PADD 1) 55.6 53.1 25 66.4 -— - —-= 55.1 67.7 -—
Midwest (PADD 2) ... 92.6 97.8 -5.2 90.2 - - - 94.8 89.3 -—
Gulf Coast (PADD 3) ... 84.9 87.0 -2.0 86.0 —-— - - 86.0 91.1 -=
Rocky Mountain (PADD 4) . 92.5 92.8 -0.3 82.1 -— - - 90.4 83.4 -—
West Coast (PADD 5) 82.3 83.0 -0.7 73.8 - - -—= 82.8 78.7 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ..................cccccocoveu..... 8,788 8,739 49 8,867 -0.9 8,565 2.6 8,966 8,949 0.2
Finished Motor Gasoline (less Adjustment)* 8,757 8,601 156 8,791 -0.4 8,565 2.2 8,843 8,906 -0.7
East Coast (PADD 1) .... . 2,682 2,555 127 2,654 11 2,221 20.8 2,681 2,774 -3.4
Midwest (PADD 2) ..... 2,224 2,191 33 2,221 0.1 2,214 0.4 2,233 2,169 3.0
Gulf Coast (PADD 3) .. 2,112 2,181 -68 2,114 -0.1 2,428 -13.0 2,187 2,180 0.3
Rocky Mountain (PADD 4) 275 288 -13 317 -13.1 273 0.7 282 317 -10.9
West Coast (PADD 5) ... 1,464 1,387 77 1,486 -1.5 1,429 24 1,460 1,466 -0.4
Reformulated? ... 2,848 2,721 127 2,944 -3.3 3,037 -6.2 2,871 2,932 -2.1
Conventional4 . 5,910 5,880 29 5,847 1.1 5,528 6.9 5,972 5,973 0.0
Adjustment® ... 31 138 -107 76 -— - —-= 123 43 -—
Kerosene-Type Jet Fue 1,420 1,489 -69 1,313 8.1 1,374 3.3 1,440 1,404 2.6
East Coast (PADD 1) .. 58 58 -5 64 -16.8 66 -19.5 52 66 -21.1
Midwest (PADD 2) .. 230 235 -6 214 71 223 29 229 221 3.8
Gulf Coast (PADD 3) ... 684 681 3 639 7.0 613 11.5 678 672 0.8
Rocky Mountain (PADD 25 24 1 20 26.2 24 6.0 26 25 21
West Coast (PADD 5) .... 428 491 -62 376 13.9 448 -4.4 455 420 8.5
Distillate Fuel Oil ........... 4,475 4,757 -282 4,353 2.8 3,483 28.5 4,736 4,524 4.7
East Coast (PADD 1) .. 324 356 -32 327 -0.9 328 -1.2 354 332 6.6
Midwest (PADD 2) .. 1,004 1,141 -137 948 6.0 892 12.6 1,094 990 10.5
Gulf Coast (PADD 3) ... 2,368 2,513 -145 2,444 -3.1 1,670 41.8 2,524 2,527 -0.1
Rocky Mountain (PADD 4) 199 205 -6 161 23.8 139 43.1 199 168 18.4
West Coast (PADD 5) . 579 541 39 473 224 454 27.6 565 507 11.6
15 ppm sulfur and Under . 3,977 4,311 -334 3,757 5.9 2,729 45.7 4,179 3,899 7.2
> 15 ppm to 500 ppm sulfur 182 155 27 236 -22.9 324 -43.8 173 235 -26.3
> 500 ppm sulfur .... 316 291 25 360 -12.4 430 -26.6 384 390 -1.7
Residual Fuel Oil . 482 435 47 503 -4.1 586 -17.7 465 483 -3.7
East Coast (PA ) . 48 42 6 55 -13.5 67 -28.8 46 52 -11.5
Midwest (PADD 2) .. 58 44 13 36 60.6 40 443 52 42 23.0
Gulf Coast (PADD 3) ... 254 229 25 281 9.7 357 -28.8 248 271 -8.7
Rocky Mountain (PADD 4) 14 12 1 9 56.9 4 238.5 12 9 29.2
West Coast (PADD 5) .... 109 107 2 122 -10.4 118 7.7 107 108 -0.7
Propane/Propylene® ..... 1,177 1,226 -49 1,076 9.4 956 23.1 1,194 1,083 10.3
East Coast (PADD 1) .. 63 63 0 43 47.7 24 162.9 63 43 46.3
Midwest (PADD 2) .. 266 263 & 249 6.8 256 4.0 258 245 5.4
Gulf Coast (PADD 3) 716 769 -53 723 -1.0 621 15.3 750 736 2.0
PADDs 4 and 5 131 131 1 60 117.8 55 138.3 123 59 108.0
Ethanol Plant Production

Fuel Ethanol 941 944 -3 913 3.1 - - 953 904 5.3
East Coast (PADD 1) .. W w W W W w w W w W
Midwest (PADD 2) .. 875 872 3 867 0.8 - - 882 859 2.7
Gulf Coast (PADD 3) ... w W w w w w W w w w
Rocky Mountain (PADD 4) w w w w w w w w w w
West Coast (PADD 5) w w w w w w W w w w

= Not Applicable.

~ = Data Not Available.
V¥ = Data Withheld.

2

Based on the latest reported monthly operable capacity.

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
8 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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